
1.3 GHz Cavity Magnetic Shield Assembly
1.
Starting at the blade tuner on the FP side just above the spanner rod insert the first half of shield #792535, then insert the 2nd half into place, screw into place using the 3m pan head 4mm screws. (DO NOT TIGHTEN SCREWS ALL THE WAY).  Position the two parts as shown in the picture in the next page.
If Spanner rod interferes with the insertion of the screws remove the spanner rod insert the screw and replace the spanner rod. Always remove one rod at a time, unless the cavity is supported through the lugs.




1st Set of Shields
                 FP End

Start on this side (Step 1)



      MC End
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2nd Set of Shields (Step 2)                     
2. Next to the starting shielding insert #792545 top and bottom pieces and secure with screws ( AGAIN DO NOT TIGHTEN ALL THE WAY) Be sure that both sets of shields are inter locked for proper fit before screwing together.
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3. 792565 is the top of the 3rd set, 792555 is the bottom pc on the MCE end.

4. 792595 is the top of the 4th set, 792605 is the bottom pc on the MCE end.

5. 792615 is the top of the 5th set, 792625 is the bottom pc on the FP end.
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     5th set of shielding                3rd set of shielding              4th set of shielding
6. When all shielding is assembled tighten each screw and cover with aluminum tape, also tape all fixed seams (DO NOT TAPE ANY SEAM MENT TO SLIDE)
Start Seam





Start Seam
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